TL-PWS 86 tool set

IJRY—7)VBBEEKRIE \
TL-PWS BB wrench set (BlI5E D) Y\‘

TL-PWS BB

<tvhrARE>

EHETESHBIITETY,
wrench set TLPWS 86 V47 v b x2
O AT r—— BRIV ]
OHERLET., HEFIOUETSEHRR rob
DEZEAEE N, IV X2
BBER D (7B |
Xi?‘iBB@mm?ﬁﬁ%liﬁo T{’E#br( Tiéb\o TL-PWS 86 V4 v
\
DTL-PWS 86 V4 v hEEEDBBAY FITHE, i ﬁ
ERMRILN - Ty vv—-FvhERVWTZILE
BRWEEICECEEL TLIEEW,
XFw hEEDLLHHBWTLIEET W, B<EEUL BB
REQFEERETNET, |
@ BBOEURFBAZ ICHE > TSI T IZE L,
\
Fw bk Ty — KRR K

BBELD 5 LB |

O LROMO A FEE ALY F 1 Y I LTSN,

@ BBOEURFAZE (CfE> TIO AL T E W,

REDEHICBIBFHDTE W,
B RO HIFETE, BROFBPEAGERIC OB BBANB D ET,

O ZHFICHEFRICBHADEVHIARL, DEIIGUTHELAEHZLTILEZW,
@ EHMNICRPRADAYTF Y RE LTIV,

@ EYI R TETHEYVGED HIFAToNGH > LEEPERELSORRICER LSS, EXBERICOBINBENNHD ET .
O N —FVIPRMMBOEE, MIFDOHEZToIHA. ERBERICOBHBBNAHD I,
@ HFDED F1F PED IFWNCEI L TEEBID & % 75 I ARFEE I SRR D S ZBLD

TL-PWS 86 tool set

An auxiliary tool used with the %
C I

external BB tool TL-PWS BB

wrench set (sold separately). TL-PWS BB <Contents>
wrench set TL-PWS 86 socket x2
0 *TL-PWS 86 tool set is used for particular Long bolt - x1
models. Prepare necessary tools depending Nut X1
Washer x2

on the models.

| When installing BB |

*Please follow procedures described in the TL-PWS 86 socket
handling manual of BB. \

BB shell w

(D Place the socket on each BB cup. Set up the
bolt, washer and nut, and loosely assemble

them to hold the sockets in position. Ell T \ BB

*Don’t tighten the nut too tight. The setup should
be loose only enough to hold the sockets during
installation and removal.

@ Install the BB in accordance with the handliing Nt Washer Long bolt

manual of the BB.

‘ When removing BB

(D Set up the tool in the same way as the above installation procedure.

(@ Remove the BB in accordance with the handling manual of the BB.

Please fully obsarve the safety precautions as follow.

Incorrect installation may damage the parts and leads to serious accidents.

MAINTENANCE

@ Before every ride, check all parts for play, and secure any loose parts.
@ Do regular routine checks on all parts.

A WARNING

@ Please use the appropriate tool for every installation. These parts are for use as specified for the bicycle indicated and shall
not be used for other purposes. Inappropriate use may lead to serious accidents.

@ Please do not alter these products, including changes in logos, surface treatment and so on, as it may cause serious accidents.
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professional. Incorrect installation and setting may damage the parts and
lead to serious accidents.

@ Please read the handling manual carefully and keep it at hand.

@ If you have questions regarding installation and handling, please contact a SUGINO ENGINEERING CORPORATION
[=]

https://www.suginoltd.co.jp/us/

The specifications are subject to change
without notice due to continua improvements.
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